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Grade SC 8501 

               100% Synthetic 

 
Synthetic Composites 

 
Available in 100% synthetic and synthetic/glass composites, LydAir® SC is highly uniform and 
durable, resulting in improved production efficiency and filter quality.  Its patented gradient 
density construction and low resistance to air flow provide for extended filter life.   
 
LydAir® SC is available in a wide range of efficiencies to meet your air filtration requirements. 
 

Typical Properties  Standard Units  Metric Units  Test Methods  

Basis Weight  60  lbs/3000 ft²  98 g/m² T.A.P.P.I. – T-410 
 A.S.T.M. – D-646  

Caliper 8psi  15  mils  0.38 mm T.A.P.P.I. – T-411  

Stiffness, MD  750  mgs  750 mgs T.A.P.P.I. – T-543  

NaCI (5.33 cm/sec)      

 Penetration  <1.0  %  <1.0 %  

 Resistance  7  mm  68.6 Pa  

Frazier 20  cfm  10 cc/sec/cm²  
 

Features/Advantages: 

�  Patented Gradient Density 
�  Durable Synthetic Construction 
�  Pleatable 
�  High Efficiency 
�  Low Resistance 

 

Applications: 
 

�  Gas Turbine 
�  HVAC 
�  Room Air/Vacuum 
�  Health Care Facilities 
�  Airports 
�  Respirators 
�  Cabin Air 
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