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Grade 4531

Consumer Specialty HEPA/ULPA

LydAir® Consumer Specialty HEPA/ULPA media are engineered to provide improved
processing characteristics and durability for use in consumer applications. Specially engineered
to provide the highest available efficiency at a minimal resistance to air flow, LydAir® MG is
chosen for applications where guaranteed efficiency and consistency is a must and reduced
energy costs can provide a distinguishable competitive advantage.

Typlcal_ USA Units Metric Units Test Methods
Properties
. . T.AP.P.1.-T-410
2 2
Basis Weight 44 Ibs/3000 ft 72 g/m ASTM. —D-646
Caliper 8psi 15 mils 0.38 mm T.APP.I -T-411
Tensile
MD 4400 gms/inch 4400 gms/inch T.AP.P.l. -T-494
CD 1500 gms/inch 1500 gms/inch T.AP.P.l. -T-494
Stiffness, MD 1200 mgs 1200 mgs T.AP.P.l. - T-543
LOI 23 % 23 % T.AP.P.l. T-413
MIL-STD-282
DOP 022 % 0.022 % A.S.T.M. - D2986-91
: MIL-STD-282
Resistance 30 mm 294 Pa ASTM. — D2986-91
Water Repellency 12 Inches 304.8 mm MIL-STD-282
Features/Advantages:

Manufactured to the same exacting standards as industrial grades.
Excellent strength and processing properties
Available for:

o Manual or fully automatic pleating equipment

o Deep-and mini-pleat applications

Applications:
Portable Air Purifiers

HEPA Filters for Vacuum Cleaners
Central Air-Cleaning Systems



