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Meltblown ASHRAE 

LydAir® MB Synthetic media is available in efficiencies from MERV-10/F5 to MERV 16/F9.  It is 
engineered for consistent processing and performance in stitched or ultrasonically sealed 
pocket and pleated filter designs.  LydAir® MB provides high efficiency and dust-holding while 
minimizing airflow resistance. 
 
 

Typical Properties Standard Units Metric Units Test  Methods 

Basis Weight 2.0 osy 68 g/m² 
T.A.P.P.I. – T-410 
A.S.T.M. – D-646 

Penetration 50 % 50 % 
MIL-STD-282 
A.S.T.M. – D2986-91 

Resistance .6 mm 6 Pa 
MIL-STD-282 
A.S.T.M. – D2986-91 

Efficiency 45%      

 
 
Features/Advantages: 
 

�  High Dust Holding Capacity 
�  Longer Life 
�  Best Efficiency/DP Relationships 
�  Engineered for standard and mini-pleat 
�  Special Design for Gas Turbines and Contact with Harsh Environments 

 
Applications: 
 

�  Turbine Air Filtration 
�  Paint Spray Booth 
�  Compressor Inlet Filtration 
�  Replacement for Bag Filter Units 
�  Standard HVAC Applications 
�  Home Filtration Units 
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