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W\ ActiPure® Grade C-680

Specialty Engineered Material

ActiPure® is a selection of specialty engineered media which combines the adsorption benefits
and characteristics of activated carbon with the mechanical processability and filtration
properties of a non-woven.

Typical Properties Standard Units Metric Units Test Methods
Basis Weight 85 Ibs/3000 ft2 2 T.AP.P.I.-T-410
¢ 142 9'm* | AS.T.M.- D-646
Caliper 8psi 26 mils 0.64 mm TAP.P.I, T-411
Carbon Content 50 % 50 %
Frazier 33 cfm 17 | cc/secicm? | TAP.P.I., T-251
Features/Advantages: Applications:
Removes Dissolvable Organics Water Purification
De-Chlorination Agent Food and Beverage Processing

Fine Filtration Efficiency and Thick

Caliper Allows ActiPure to Become a

Medium to Remove Sand, Silt, Rust and

Sediment Particles as Low as 5 Microns

Provides a Safe and Effective Approach

to Avoid Biological Fouling

Carbon/Polyester Blend

Medical Product Processing

Plating Operations

Photo Processing

Surgical

Commercial/Residential Air Pollution
Cabin Air and Automobile Emissions
Ideal for Any Odor Removal Application

Can be Laminated to Any LydAir® Air
Purification Media
Trace Organics Amenable to Adsorption by Activated Carbon

Aromatic Solvents (i.e. Benzene, Toluene, Xylene)

Polynuclear Aromatics (i.e., Aromatic Solvents [i.e., Benzene, Toulene, Xylene])

Polynuclear Aromatics (i.e., Naphthalene, Biphenyls)

Chlorinated Aromatics (i.e. Chlorobenzene, PCBs, Aldrin, Endrin, Toxaphene, DDT)

Phenolics (i.e., Phenol, Cresol, Resorcinol) High Molecular Weight Aliphatic Amines and Aromatic Amines

(i.e.,Aniline, Toluene Diamine)

High Molecular Weight Ketones, Esters, Ethers, and Alcohols (i.e., Dextran, Polyethylene Glycol)

Surfactants (i.e., Alkyl Benzene Sulfonates)

Soluble Organic Dyes (i.e., Methylene Blue, Textile Dyes)

Fuels (i.e., Gasoline, Kerosene, Qil)

Chlorinated Solvents (i.e., Carbon Tetrachloride, Perchlorethylene)

Aliphatic and Aromatic Acids (i.e., Tar Acids, Benzoic Acid)



