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�       Grade 9858 

Liquid Filtration 

 
LyPore® Binderless microglass grades offer broad chemical compatibility, low protein 
binding and lowest extractables. They were designed for low background and high 
sensitivity applications.  Raw materials conform to applicable pharmaceutical, food and 
beverage and potable water industry standards.�

 

Typical Properties  Standard Units  Metric Units 

Rating  5 µm 5 µm 

Basis Weight  30 lbs/3000 ft²  49 g/m²  

Thickness @ 8psi  9 mils  0.225 mm  

Resistance  10 mm  98 Pa 

Mean Flow Pore 6.5 µm 6.5 µm 

 
 
Features/Advantages: 

�  Binder free/Broad chemical compatability, low protein binding and low extractables 

�  Low basis weight high-efficiency filtration media 

�  Lowest extractables/Compatible with USP Class VI testing for finished cartridges  

�  All raw materials comply with FDA 21 CFR requirements for indirect food additives 

�  Easily die-cut, co-pleated or wound 

 
Applications: 

�  Semiconductor and Microelectronics Production 

�  Analytical Products and Applications 

�  Laboratory Pre-filtration 

�  Industrial Liquids/Critical Process Fluid Filters 

�  Biopharmaceutical Processing/Pre-filtration and Clarification 

�  Food and Beverage Processing 

 


