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Grade 9106R 
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  Grades 
 

LyPore® Unity Liquid/Gas and Liquid/Liquid Coalescing media grades are optimized for efficient 
separation of water from liquids or oil mist and water from air streams. All grades are 
constructed with the proven technology of borosilicate microfiberglass that offers the highest 
level of coalescence at the lowest pressure drop. Our fluoropolymer oil and water repellency 
treatment processes ensure exacting separation of target compounds and long element life.  
LyPore® Unity grades can be pleated or wrapped and are available in a wide range of 
efficiencies, repellency levels, and binders. 

 
Attributes:  

o Proprietary Fluropolymer repellency integral to production process, not an after-treatment 
o Ultra low pressure drop 
o Application specific grades optimized for the lowest carry-over 
o Broad chemical compatibility 
o Epoxy binder versions for high temperature applications 
o Media readily co-laminated with protective polyester and polypropylene scrims 
o Easily wound or pleated 

 

Liquid/Liquid Applications 
 

o Water removal from: 
o Jet fuel 
o Diesel fuel 
o Hydraulic fluids 
o Coolants 

  

 
Liquid/Gas Applications 
 
Oil or water removal from: 

�  Compressed air  
�  Refrigerants  
�  Automotive CCV  
�  Natural gas

  

 
  

 

Typical Properties  Standard Units  Metric Units  

Basis Weight 62 lbs/3000 sf 103 g/m² 

Thickness 22 Mils 0.54 mm 

Pressure Drop 6 mm       59 Pa 

Stiffness 3000 mgs 3000 mgs 

DOP 26 % 26 % 

Water Repellency 22 inches 559 mm 

Oil Repellency 11 3M Kit # 11 3M Kit # 

Binder Epoxy Epoxy 
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