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�  

            Grade 9348-D 

Liquid Filtration 

 
A robust liquid filtration platform statistically optimized for maximum dirt holding capacity. 
LyPore® XL has maximum efficiency with low flow resistance for a range of applications. 
Raw materials conform to applicable industry standards. 

 

Typical Properties  Standard Units  

Rating  15 µm 

Basis Weight  77 lbs/3000 ft²  

Thickness @ 8psi  26 mils  

Resistance  3.8 mm  

DHC  154 mg/in²  

 
Features/Advantages: 

�  Basis Weights and Thicknesses can be Customized for Specific Applications 

�  Easily Wound or Pleated, Depending on Customer Design 

�  Extended Filter Life 

�  Performance can be Enhanced With Additives for Specific Applications 

�  Superior Performance and Lot-to-Lot Consistency 

�  Useful for a Wide Range of Applications 

Applications: 

�  Hydraulic Oil/Lubrication Elements 

�  Jet Fuels 

�  Air/Oil Coalescing Filters 

�  Industrial Liquids/Critical Process Fluid Filters 

�  Food and Beverage Processing 

�  Home and Industrial/Commercial Water Purification 

�  Pharmaceutical Product Processing 

�  Exceptional Efficiencies and Higher Dirt-Holding Capacities. 
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